Cooper
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Our Signature
THICK HARDWOOD TREADS

Our signature thick hardwood treads are
skillfully handcrafted in our woodworking shop

in Somerset, MA. These substantial treads can
be combined with a thick hardwood stringer or
paired with Prestige Metal’s robust steel stringer,
each culminating in a mesmerizing visual
experience of weightlessness. With each step
effortlessly ascending to the next, the finished

staircase exudes architectural excellence.

Features:

e 5/4 Tread Material

e Lock Miters on 4 Corners

e Stave Core Inside

¢ 1/8” Radius on All Corners

e Capped on Ends with Solid Veneer
e Custom Widths Available (36"+)

e Custom Thicknesses Available

e Custom Species Available

/R1/8 / R1/8 ——VENEER
= ST AT i </ T~/ NAYEVAA ‘
oty : 7SS >
o \VSTAVE\ COREN\\/F— g STAVE CORE&
AR, : AN,
R1/8
VENEER

Contact Us Cooper preassembled stairs and prefit rail systems, custom box
! ; — ) newels and stair parts are built at North Atlantic Corp (NAC) in
_'_' - Scan the code to visit Cooper Stairworks.com Somerset, MA. Since 1974, Cooper Stairworks has combined
Phone: 508-235-4397 old world joinery, innovative production equipment, and years of

Email: info@cooperstairworks.com experience to create strong, beautiful, and cost effective stairs.


https://cooperstairworks.com/contact-us/

CUSTOM THICK TREADS ORDER FORM

ORDER# / JOB NAME:
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SUBMIT FOR QUOTE

Notes:

e Minimum tread thickness is 2"

e Any tread thickness up to 3-1/2" will have 3/4" wood wrap
e Any tread thickness over 3-1/2" will have 1" wood wrap

e Dado options are available for LED lighting. Recessed panels are also available for
underside of tread. Submit a sketch of desired dado/recessed panel with depth, width,
size, and location on tread.
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